



Necessary tools:
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- Screwdriver triwing.
- Screwdriver stars 2mm.
- flat Screwdriver 1mm (optional).
- Soldering iron of end of pencil of 11w or similar.


In the first place with the flat screwdriver we will clear the leg and the 3 covers. It is possible to be done without using the screwdriver if it is wanted, but with it is but easy.
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With the star screwdriver we cleared the screw of the cover of the battery.
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We removed the battery.
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With the star screwdriver and triwing we cleared the 5 screws.
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 well where one goes each later to put them in the same site.
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Again with the flat screwdriver we cleared 2 legs and 2 covers.
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With triwing we unscrewed the 4 screws that we finished opening.
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You remember for as soon as the black are those that go ahead and silver-plated but the behind deep ones.
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We are going to retire the covers of the ports of GameCube as it indicates the instructions printed on the own console.
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We cleared the 3 screws.
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And we removed the black cover. You remember for as soon as but the long one of the three is the one that goes ahead.
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The frontal of the console now must leave without delivering no attack. 
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We disconnected the cable that unites it to the console.
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With the star screwdriver and triwing we unscrewed the 4 screws of the ports of GameCube.
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You remember where one for soon goes each.
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We put the horizontal console leaving the side with the signboard of ATI and Nintendo watching upwards.
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We threw upwards with well-taken care of of the plastic piece until removing it.
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We threw upwards of the metallic piece and we cleared it.
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We cleared the 4 screws that hold the reader to the console.
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We raised to the reader having much taken care of with cables until putting it as one is in the photo.
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Now we can disconnect the 2 cables that unite the reader to the console. To have special you take care of with the flat cable, to clear to put it the nail or the small flat screwdriver between the brown piece and the cable, then the piece rose like a hinge releasing the cable.
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We already have the reader outside the console.
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